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PREMIUM
QUALITY FASTENING TOOLS

1/4° Hex Drive Nutsetters

Metric BROACHED [OVERALL | NON-MAG. | MAGNETIC
HEX LENGTH | PART NO. PART NO.
[ 1/4” HEX DRIVE INSERT NUTSETTERS — METRIC
5mm 1-1/8” SHS 5M MSHS 5M
6mm 1-1/8” SHS 6M MSHS 6M
;_E 7mm 1-1/8 SHS 7M MSHS 7M
8mm 1-1/8” SHS 8M MSHS 8M
10mm 1-1/8” SHS 10M MSHS 10M
Complete Set (5) SHSM-SET MSHSM-SET
[ 1/4” HEX DRIVE POWER NUTSETTERS — METRIC Em . - I —
5.5mm 1-5/8” SH 5.5M MSH 5.5M
6mm 1-5/8” SH 6M MSH 6M
q 7mm 158 | SH7M MSH 7M
8mm 1-5/8” SH 8M MSH 8M
10mm 1-3/4” SH 10M MSH 10M
12mm 1-3/4” SH 12M MSH 12M
Complete Set, Short (6) SHM-SET MSHM-SET
4mm 2-9/16” SHL 4M MSHL 4M
5mm 2-9/16” SHL 5M MSHL 5M
5.5mm 2-9/16” | SHL5.5M MSHL 5.5M
6mm 2-9/16” SHL 6M MSHL 6M
7mm 2-9/16” SHL 7M MSHL 7M
8mm 2-9/16” SHL 8M MSHL 8M
: gmm 2-9/16” SHL 9M MSHL 9M
z—a-esh 10mm 2-9/16” SHL 10M MSHL 10M
12mm 2-9/16” SHL 12M MSHL 12M
13mm 2-9/16” SHL 13M MSHL 13M
Complete Set, Long (10) SHLM-SET MSHLM-ST
*Qther metric sizes available upon request.
1/4° Hex Power Drive Nutsetters
Special Non-Magnetic* BROACHED | NON-MAG. | OVERALL | OVERALL | NON-MAG.
HEX PART NO. | LENGTH | LENGTH PART NO.
1/4” CSH 1/4 1-5/8” 2-9/16” CSHL 1/4
5/16” CSH 5/16 1-5/8” 2-9/16” CSHL 5/16
L e — 3/8” CSH 3/8 1-3/4” 2-9/16” CSHL 3/8
7/16” — 2-9/16” CSHL 7/16
1/2” — — 2-9/16” CSHL 1/2
*For non-ferrous (non-magnetic) screws (plastic,
*nylon, stainless, etc.). Screw held by internal
29 R steel C-ring.
1/4° Hex Drive Nutsetters
Non-Magnetic Insert Drivers BROACHED | OVERALL NON-MAG.
HEX LENGTH PART NO.
3/16” 1-1/4” 2011
1/4” 1-1/4” 2012
- 9/32” 1-1/4” 2013
C e — 5/16” 1-1/4° 2014
11/32” 1-1/4” 2015
3/8” 1-1/4” 2016
7116” 1-3/8” 2017
Complete Set (7) 2010




